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GEMÜ is a leading worldwide Industrial and Process 
Valve manufacturer, supplying customers in the Pharma-
ceutical, Food and Biotech industries, the Micro-
electronics segment, and General industrial appli-
cations. Our valves control and regulate both inert and
corrosive/abrasive liquids, as well as gaseous media
and steam. GEMÜ has 6 manufacturing centres 
throughout the world, employing over 850 people. The
company sells its products via 12 subsidiaries and a 
large world-wide distributor network.

GEMÜ provides satisfying solutions for a large number of
process engineering plants such as:

· Pharma  and Biotechnology
· Foodstuff production and filling
· Sugar industry
· Microelectronics and semiconductor industry
· Industrial plant and machinery construction
· Automobile industry
· Water and waste water technology, water treatment
· Chemical industry / Petrochemical industry
· Electroplating
· Steel works
· Mining and metal extraction
· Power stations
· Shipbuilding industry
· Paper industry

GEMÜ - your valve technology and instrumentation
partner.

State-of-the art factory equipment and machinery plus a
motivated team ensure the best service through our
worldwide network of distributors and stockholding 
subsidiaries. We are constantly making investments in
order to optimise our existing products and to develop
new products. Thus we can always provide technical
solutions for individual applications.



. . .A l l  f rom a s ingle source

Valves,  measurement  and contro l  systems I  Product  overv iew 3

Diaphragm / Full bore diaphragm 
valves, metal
Nominal size: DN 4 - DN 300

Working pressure: 0 - 10 bar (up to PN 16)

Max. working temp.: -10 to 160°C

Body materials: Cast iron, S.G. iron, cast steel, 
brass, stainless steel, 
lined with hard or soft rubber,
PP, PFA, PVDF, glass, ECTFE etc.

Body configuration: Straight through body (2/2 way
valve),T-valve body (3/2 way
valve), multi-port valves (individual)

Actuator: manually, pneumatically operated, 
motorized

Diaphragm valves for Pharma, Food
and Biotech
Nominal size: DN 4 - DN 150

Working pressure: 0 - 10 bar (up to PN 16)

Max. working temp.: -10 to 160°C

Body materials: Stainless steel (investment casting,
forged body, block material), 
special alloys

Body configuration: Straight through body (2/2 way
valve), T-valve body (3/2 way
valve), tank bottom valve (B600), 
valve configurations (GMP-SAP, 
W600), multi-port valve (M600)

Actuator: manually, pneumatically operated, 
motorized
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Globe and control valves, 
plastic and metal
Nominal size: DN 8 - DN 150

Working pressure: 0 - 25 bar (optional up to 40 bar; 
up to PN 40)

Max. working temp.: -10 to 180°C  (optional up to 300°C)

Body materials: PVC-U, PVDF, cast iron, cast steel, 
cast bronze, stainless steel 

Body configuration: Straight through body (2/2 way
valve, 3/2 way valve), multi-port 
valves (also in battery mounting 
design)

Actuator: manually, pneumatically operated, 
motorized

Butterfly valves, metal
Nominal size: DN 15 - DN 2000

Working pressure: 0 - 50 bar (up to PN 63)

Max. working temp.: -20 to  600°C

Body materials: Brass, cast iron, S.G. iron, 
cast steel, stainless steel

Body configuration: Straight through body 
(2/2 way valve)

Actuator: manually, pneumatically operated, 
motorized

Special version: Wafer type check valve 
DN 40 - DN 600 
brass and stainless steel



Ball valves, metal
Nominal size: DN 8 - DN 100

Working pressure: 0 - 63 bar (up to PN 63)

Max. working temp.: -28 to 180°C

Body materials: Stainless steel

Body configuration: Straight through body (2/2 way
valve), T-valve body (3/2 way valve)

Actuator: manually, pneumatically operated, 
motorized

Solenoid valves, metal
Nominal size: DN 8 - DN 50

Working pressure: 0 - 16 bar (up to PN 16)

Max. working temp.: -10 to 90°C

Body materials: Brass, stainless steel

Body configuration: Straight through body 
(2/2 way valve)

Actuator: Electromagnetically servo 
controlled
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Diaphragm valves, plastic 
Nominal size: DN 10 - DN 100

Working pressure: 0 - 10 bar (up to PN 10)

Max. working temp.: -10 to 90°C

Body materials: PVC_U, ABS, PP, PVDF, PFA, 
Inliner PP-H Outliner PP reinforced 

Body configuration: Straight through body (2/2 way 
valve), T-valve body (3/2 way 
valve), multi-port valves from 
PVC, PP and PVDF on request

Actuator: manually, pneumatically operated, 
motorized

Butterfly valves, plastic
Nominal size: DN 15 - DN 250

Working pressure: 0 - 6 bar (up to PN 10)

Max. working temp.: 0 to 90°C

Body materials: PVC-U, PES

Body configuration: Straight through body 
(2/2 way valve)

Actuator: manually, pneumatically operated, 
motorized

Special version: Wafer type check valves 
DN 40 - DN 600 from PVC, PP, PVDF



Ball valves, plastic 
Nominal size: DN 15 - DN 100

Working pressure: 0 - 16 bar  (up to PN 16)

Max. working temp.: 0 to 120°C

Body materials: PVC-U, PP, PVDF 

Body configuration: Straight through body (2/2 way 
valve), T-valve body (3/2 way valve)
with T- and L-ball

Actuator: manually, pneumatically operated, 
motorized

Solenoid valves, plastic
Nominal size: DN 2 - DN 50

Working pressure: 0 - 6 bar  (up to PN 6)

Max. working temp.: 0 to 60°C

Body materials: PVC-U, PVDF

Body configuration: Straight through body 
(2/2 way valve)

Actuator: Electromagnetically directly or 
servo controlled
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High Purity valves for the Micro-
electronics, Semiconductor and 
Pharmaceutical industries  
Series: CleanStar® (PFA), 

pureplus® (PVDF, PP)

Nominal size: DN 4 - DN 100 (1/4" - 4")

Working pressure: 0 - 10 bar (up to PN 10)

Max. working temp.: 0 to  90°C

Body materials: PFA, PFA Inliner-PVDF Outliner, 
PVDF, PP 

Body configuration: Straight through body (2/2 way valve), 
T-valve ( 3/2 way valve), 
3/4 way valve, 
optional multi-port valves

Actuator: manually, pneumatically operated, 
motorized

High Purity fittings,
pressure measurement systems 
and flowmeters
FlareStar® PFA-fittings DN 1/4" – 1 1/4", 

Nuts from PFA, PVDF (CPFA on 
request)

HydraLine® Pressure measurement systems 
with PFA pressure transmitter, 
dry solution and transmitter fluid 
available

TubeStar PFA tube DN 1/4" – 1 1/4"
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Pilot solenoid valves 
Nominal size: DN 1 - DN 7

Working pressure: 0 - 10 bar

Max. working temp.: -15 to 50°C

Body materials: PBTP, PPS, Aluminium 

Body configuration: 3/2 way, 4/2 way, 5/2 way, 
5/3 way

Actuator: Electromagnetically directly and 
servo controlled

Measurement systems and display units 
Display units for limiting 
values and measured 
values
Pressure measurement Pressure transmitter, pressure
systems measurement device, differential

pressure transmitter, differential 
pressure measurement device

Flow measurement Flowmeter (variable area principle),
systems magnetically inductive flowmeter, flow 

transmitter (turbine measurement 
principle)

Level measurement Float, ultrasonic, vibration, capacitance, 
systems optical

Temperature measure- Temperature transmitter, 
ment systems temperature measuring unit PT100
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Electrical position indicators 
- For monitoring linear and quarter turn valves

- Mechanical switches and proximity switches

- Monitoring of set limiting values and/or continuous    
valve position feedback

- New „“self-learning“ generation, i.e. manual or 
automatic end position programming during
initialisation

- Combi switchboxes with integrated pilot valve

- ATEX versions

- Versions with field bus capability

Position and process controllers
- Three-point controllers for position control of motorized

valves

- Electro-pneumatic position controllers for pneumatically 
operated valves with quarter turn or linear actuators

- Electro-pneumatic process controllers for pneumatically 
operated valves for precise temperature, pressure, flow
and level control

- Direct and remote mounting

- Versions with field bus capability




